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SERIES
65 SERIES - THINLINE 1½  HR

66 SERIES - THINLINE 3 HR - DYNAMIC  (G)ALVANIZED, w/ 165° LINK

75 SERIES - STANDARD 1½ HR  (H)GALVANIZED, w/ 212° LINK

77 SERIES - STANDARD 1½ HR - DYNAMIC  (S)TAINLESS  STEEL, w/ 165° LINK

95 SERIES - THINLINE 3 HR  (T)STAINLESS STEEL, w/ 212° LINK

99 SERIES - STANDARD 3 HR - DYNAMIC
05 SERIES - STANDARD 3 HR   MODEL, i.e.

  DAMPER TYPE & MOUNTING ATTITUDE

AV -  VERTICAL MOUNT, TYPE A, BLADES IN AIRSTREAM

AH - HORIZONTAL MOUNT, TYPE A , BLADES IN AIRSTREAM

BV - VERTICAL MOUNT, TYPE B,  BLADES OUT OF AIRSTREAM - "HI-HAT"

BH - HORIZONTAL MOUNT, TYPE B, BLADES OUT OF AIRSTREAM - "HI-HAT"

CV - VERTICAL MOUNT, TYPE C, ROUND COLLAR BLADES AND FRAME OUT OF AIRSTREAM

CH - HORIZONTAL MOUNT, TYPE C, ROUND COLLAR BLADES AND FRAME OUT OF AIRSTREAM

OV - VERTICAL MOUNT, TYPE C, OVAL COLLAR BLADES AND FRAME OUT OF AIRSTREAM

OH - HORIZONTAL MOUNT, TYPE C, OVAL COLLAR BLADES AND FRAME OUT OF AIRSTREAM

RV - VERTICAL MOUNT, TYPE C, RECTANGULAR COLLAR BLADES AND FRAME OUT OF AIRSTREAM

RH - HORIZONTAL MOUNT, TYPE C, RECTANGULAR COLLAR BLADES AND FRAME OUT OF AIRSTREAM

MATERIAL & LINK TEMP.

Fire Damper Part Number Format
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