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S L V A 0 2 4 0 1 8 G 2 0 1 2

To order a SLEEVE 
these first three characters would be 
"S L V",  A, B, or C.  (G)ALVANIZED

 (S)TAINLESS  STEEL

*In ordering RETAINING ANGLE SETS,
these first three characters would be replaced
with "R A S", A, B, C, O or R, and
the last four  fields (shaded) are left blank.

  DAMPER  TYPE 

A  - TYPE A, BLADES IN AIRSTREAM

B  - TYPE B,   BLADES OUT OF AIRSTREAM -  " HI-HAT"

C  - TYPE C, ROUND COLLAR BLADES AND FRAME OUT OF AIRSTREAM

O  - TYPE C, OVAL COLLAR BLADES AND FRAME OUT OF AIRSTREAM

R  - TYPE C, RECTANGULAR COLLAR BLADES AND FRAME OUT OF AIRSTREAM

found under the List Price Grid, then the Discount multiplier is applied to arrive at the Net Price.

GAUGE LENGTH

MATERIAL  

In order to arrive at net pricing for Sleeves, the List Price (in the grid) is multiplied by a "Gauge/ Length multiplier, e.g. 20 Ga., 12" x  .70,

Fire Damper Sleeve Part Number Format

DAMPER WIDTH DAMPER HEIGHT SLEEVE SLEEVE




